NSF International

OFFICIAL LISTING

NSF International Certifies that the products appearing on this Listing conform to the reguirements of
NSF/ANSI Standard 61 - Drinking Water System Components - Health Effects

This is the Official Listing recorded on August 14, 2007.

ITW CHEMISCHE PRODUKTE GMBH & CO. KG
MUHLACKER STRARE 149

D-75417 MULACKER

GERMANY

49 7041 9634 19

Facility: # 1 EUROPE
Joining and Sealing Materials

Water Water
Contact Contact

Trade Designation Size Temp Material
Adhepives

VA 12-42 >= 1/2v C. HOT ADH
VA 12-43 >= 1/2" C. HOT ADH
VA 12-45 >= 1/24 C. HOT ADH
VA 12-62 = 1/20 C. HOT ADH
Va 12-70 »= 1/2" C. HOT ADH
VA 12-71 >= 1/2" C. HOT ADH
va 15-74 1] >= 1/zv €. HOT ADH
VA 15-86 >= 1/2" C. HOT ADH
VA 16-03 »>= 1/2" C. HOT ADH
VA 16-38 >= 1/2" C. HOT ADH
VA 16-48 s= 1/21 C. HOT ADH
Sealants

VA 15-73 m= 120 C. HOT ADH
Thread Compounds

VA 12-62 = 1/2" C. HOT ADH
VA 12-70 = 1/2" C. HOT ADH
VA 12-71 = 1/2" C. HOT ADH
VA 15-72 == 1f2% C. HOT ADH
va 15-77 (1] >= 1/20 €. HOT ADH
V& 15-86 == 1/2" C. HOT ADH

[1] Certification is based on a minimum cure of 72 hours at 75°F.

Note: Additions shall not be made to this document without prior evaluation and acceptance by NSF International.
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